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Loupes / Lupenbrille 310600

Loupe Light System / 
LED-Strahler für Lupenbrille 310601

What could be a reason that the LED head lamp (Item No. 
310601) is not working, although it was recently put into 
operation?

The LED head lamp is supplied with demo batteries, which 
are not long-lasting. Replace them with high-quality alkaline 
batteries or rechargeable batteries.

The glasses fall off when tilting the head down.
The temple tips of the loupes (Item No. 310600) must be 
adapted to your head. In order to do this bend the temple 
tips down.

FALSCH / WRONG
Lieferzustand /
condition of delivery

Woran kann es liegen, dass der LED-Strahler (Art. Nr. 310601) 
nicht funktioniert, obwohl er erst seit Kurzem in Betrieb ist?

Die LED-Strahler wird mit Demobatterien geliefert, welche
nicht sehr langlebig sind. Tauschen Sie diese durch hoch-
wertige Alkaline-Batterien oder durch Akkus aus.

Die Brille fällt herunter, wenn man den Kopf nach unten beugt.
Die Brillenbügel der Lupenbrille (Art. Nr. 310600) müssen auf 
Ihren Kopf passend eingestellt werden. Verbiegen Sie dazu 
die Bügel nach unten.

RICHTIG / CORRECT
Nach Anpassung /

 After adaption


